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AVerVision F17-8M 
Interactive Visualizer (Document Camera) 

 8 MP lens with 27.2X total zoom 
 Full HD 1080p image streaming via HDMI input and 

output 
 Flexible gooseneck to see images from every angle 
 Smooth 30fps one-touch recording to an SDHC 

card or USB thumb drive 
 

Product Specifications 

Image sensor 1/3.2” CMOS 

Total pixels 8M 

Output resolution Full HD 1080p (1920 x 1080) 

TV lines 1000 

Zoom 27.2X total zoom (1.7X AVerZoom
TM 

x 16X digital zoom) 

Frame rate 30fps (max.) 

Focus Auto / Manual 

Shooting area Larger than A3 landscape (580 x 326 mm) 

Image rotation 0° / 180° 

Internal storage 80 images (max.) 

External storage SDHC (32GB max.) 

Recording Yes 

Image effects Color / B&W / Negative / Mirror / Freeze 

Image adjustments 

(white balance / exposure) 
Auto / Manual 

Presentation tools Yes, Spotlight / Visor 

Split screen Yes 

Picture-in-picture Yes 

Display mode Sharp / Graphics / Motion / Microscope 

Capture mode Single / Continuous 

User profiles Yes, up to 3 

Timer Yes 

Flicker filter control Yes 

Light source Embedded LED lamp 

HDMI I/O 1 in; 1 out 

RGB I/O 1 in; 1 out 

USB 2.0 port Yes 

Dimensions (W x H x D) 
Operating: 195 x 450 x 413 mm 

Folded: 230 x 64 x 320 mm 

Net weight 2.5 kg (5.51 lbs) 

Power source AC 100 ~ 240V, 50/60Hz 

Windows
®
 OS Windows

®
 7, Windows

®
 8, Windows

®
 8.1, Windows

®
 10 

Mac OS Mac OS X v10.10 Yosemite, Mac OS X v10.11 El Capitan 

 

Package Content  

AVerVision F17-8M unit Mini USB cable 

Quick guide Remote control with batteries 

Power adapter (12V, 2A) Warranty card 

RGB cable A+ Suite software CD 

Composite cable User manual CD 

 


