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HSE-152/SK - Headworn Microphone

Ultralet headsetmikrofon
Den driftsikre HSE-150 fås nu også med cardioid karakteristik. Det betyder, at den omfattende liste over
funktioner i HSE-150 suppleres med en vigtig detalje: meget lav akustisk feedback. Denne mikrofon har en
kondensatorkapsel i høj kvalitet, som giver en optimal lyd. Det ekstra lette og næsten usynlige ergonomiske
headset betyder, at HSE-152 er et perfekt værktøj for enhver sanger. 

 • Bredt frekvensområde 
• Meget lav akustisk feedback 
• Høj bærekomfort 
• Sidder stabilt 
• Justerbar mikrofonarm 
• Drypring (beskytter mikrofonkapslen mod fugt) 
• Kompatibel med alle lommesendere TXS-...HSE med 3-polet mini XLR tilslutning 
• Ekstern strømforsyning, fx via phantom strømforsyningsadapter EMA-1, EMA-2, EMA-40 eller

EMA-300P 
• Vindhætte 
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Technical data:

Type : headband microphone
Version :
Transmission method : cable
Polar pattern : cardioid
System : back electret
Carrier frequency range : -
Transmitting power : -
Power supply : -
Operating time : -
Audio frequency range : 20-20,000 Hz
Nominal impedance : 1.5 k Ohm
Sensitivity : 1.8 mV/Pa
S/N ratio : -
Maximum sound pressure : 130 dB
Power supply : DC current  1.5-9 V
Gooseneck length : -
Material (housing/cabinet) : -
Admiss. ambient temp. : 0-40 Â°C
Dimensions : -
Weight : 7 g
Cable : -
Connection : 3-pole mini XLR
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